
  

 

Manual NSBCACD color cameras 
 

R 1.1 

General use: 
The NSBCB type cameras are built out of one piece Synthetic polymer. The camera has one O-ring for sealing on the front glass 
and one O-ring for locking the front glass. The connector has one O-ring for sealing. The NSBCB housing has a groove on the back 
end. This groove can be used to easily fix the camera with a Jubilee clip to a strip or other bracket. The front glass is made of 
Lexan (Poly Carbonate) and is resistant to most dissolvent chemicals. 
 
Dimensions: 

Installation: 
The camera housing can be fixed to any structure or bracket using a Jubilee clip which fits in the groove on the back part of the 
camera housing. 
 
Electrical connection: 
Make sure to connect the power to the correct indicated pins. The power contacts are polarity protected. The video signal contacts 

are not protected against external power supply. DO NOT: connect + power supply to the video signal contacts. 
 
Connector layouts: 

Mating 
connector 
MCIL4F 

MCBH4MSS NSBCBACD-TP0 NSBCBACD-C1 NSBCBACD-C2 

Pin1 GND GND power supply Video out Coax signal GND GND power supply 

Pin2 Vcc 10 - 36 VDC GND GND/VidGND Vcc 10 - 36 VDC 

Pin3 Video + Video transmission 
over twisted pair 

Vcc 10 - 36 VDC Video out Coax signal 

Pin4 Video - nc nc screen Coax screen 

 
Maintenance: 
The Synthetic Polymer housing can be cleaned with water and soap. The Lexan front glass can be cleaned with water and soap 
and only using a cotton cloth or any other non-scratching material. Small scratches on the front glass will not affect the view 
underwater. The front glass is locked in the housing with a O-ring in a groove. The O-ring is partially visible at the front of the 
housing. Make sure that the O-ring is correct in its place. If not, do not use the camera before the O-ring is well seated or replaced 

by the factory. Lubricate the connector pins regular with Silicon grease. DO NOT: clean the front glass with paper or other 
scratching materials 
 
Warranty: 
The NSBCB camera has a 2 year warranty on manufacturing defaults. Warranty is lost when the camera housing has been 
opened by the user or used in conditions otherwise then indicated in the specifications. 
 
Specifications: 

 

Pin 1 

Pin 2 

Pin 4 

Pin 3 


